SONY: 


(CABLE COMPATIBLE TV) 


TRINITRON. COLOR TV 


OPERATING INSTRUCTIONS 


Welcome to the advanced world of Sony TV. For the 
best results and the utmost satisfaction from your new 
set, please read this manual thoroughly and retain it for 
future reference. 
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OWNER’S RECORD 


The model and serial numbers are located at the rear. Record these 
numbers in the spaces provided below. Refer to them whenever you 
call upon your Sony dealer regarding this product. 
I, a 
VLIK E 


Model No. Serial No. 


©1984 by Sony Corporation 


= = 
Wa ey 
 —_ 


ee 


CONTENTS 


WEIN QS ee a e aa Beets edt aee ase) dai, lan litte Oe A 2 
PFECAUT OMS issih teccedeia ta teens Sas sheet es ttyl ee ese AAR eater ahmed S 2 
FEATS iat ly cd TE noes seca inate awed eG oA ela Ni daa aa 2 
LOCATION: OF COMLOLS sy eck a5 seein E hs ask LR ea oes desta vee oad 3 
S@tsU o EEE EEE E E E AE E E 4 
Operation uso er a e e N E aa E EE A 4 
Presetting channels. sssiisssessssrirrrritirer ersari ttov trr Erenn EEA s rriren EEEE 6 
The VIP buttons and the tiMersS 2... ccc eee tence eee eeneeeeeeeaentenens 7 
MPX OUT jack USAGE... ccc aS R A R A A 12 
Antenna/lcable COnnection ....ss..sssiiiissssiies trint t trari t ttt r rtt nett terete etee ee 12 
SPeCiNGatlOns icons, he e E E a a aat 13 
TOUblESNOONO a a N oie eae eas back cover 


WARNING 


To prevent fire or shock hazard, do not expose 
the set to rain or moisture. 


Dangerously high voltages are present inside 
the set. Do not open the cabinet. Refer servic- 
ing to qualified personnel only. 


CAUTION 

TO PREVENT ELECTRIC SHOCK, DO NOT USE THIS POLARIZED 
AC PLUG WITH AN EXTENSION CORD, RECEPTACLE OR OTHER 
OUTLET UNLESS THE BLADES CAN BE FULLY INSERTED TO PRE- 
VENT BLADE EXPOSURE. 


N 


PRECAUTIONS 


@ Operate the set only on 120 V AC. 

@ One blade of the plug is wider than the other for the purpose of 
safety and will fit into the power outlet only one way. If you are 
unable to insert the plug fully into the outlet, contact your dealer. 
@ Should any liquid or solid object fall into the cabinet, unplug the 
set and have it checked by qualified personnel before operating it 
any further. 

è Unplug the set from the wall outlet if it is not going to be used for 
several days or more. To disconnect the cord, pull it out by the plug. 
Never pull the cord itself. 


Installation | 


@ To prevent internal heat build-up, do not block the ventilation 
openings. 

è Do not install the set in a hot or humid place or in a place subject 
to excessive dust or mechanical vibration. 


Cleaning 


Clean the set with a slightly damp soft cloth. Use a mild household 
detergent. Never use strong solvents such as thinner or benzine as 
they might damage the finish of the cabinet. 


Repacking 


{ 


Retain the original carton and packing materials for safe transport 
of this set in the future. 


Use of this television receiver for other than private viewing of pro- 
grams broadcast on UHF or VHF or transmitted by cable com- 
panies for the use of the general public may require authorization 
from the broadcaster/cable company and/or program owner. 


FEATURES 


@ Remote control Trinitron color television 

eè Multi-band VHF/UHF/CATV tuning 

@ VIP (Viewing Interval Programming) automatic timer and channel 
blocking feature 

è Sleep timer, which automatically turns the set off after one hour 
@ MPX (multiplex) OUT jack, which allows a special adaptor (op- 
tional) to be connected for any future multichannel TV sound (MTS) 
stereo or bilingual broadcasts 

è An extra auxiliary antenna terminal designed for pay TV chan- 
nels descrambled through a special converter (decoder) supplied 
by the cable TV company. 

@ On-screen display 

@ DYNAMIC COLOR™ system for superior color reproduction with 
natural facial color tones and dazzling whites 

@ DYNAMIC PICTURE™ system, which adjusts picture contrast 
automatically to produce more detail in both bright and dark areas 
of every scene 

@ DYNAMIC FOCUS™, which increases sharpness of the whole 
picture. 

@ COLORPURE FILTERT™, which produces fine picture detail 
without color spill or color noise 

@ VELOCITY MODULATION™ for sharpening image contours on 
the large screen. 

© ECONOQUICK™, energy-saving, quick-start picture system 


LOCATION OF CONTROLS 


For details on the use of each control, refer to the pages indicated in brackets. 


Program SELECT lamp [9] 


Remote control detector [4] 
Program BLOCK lamp [10] 


VIP button [8] SLEEP lamp [5] 


PICTURE buttons [5] CHANNEL scan buttons [5] 


VOLUME buttons [5] 


On-screen display POWER switch [5] 
Shows channel numbers, 
and the “AUX”, “MUTING” 


and “SLEEP” indicators. 


Press to open 
the panel. 


Bar display 
Indicates level of volume 
and picture contrast. 


BRIGHT (brightness) control [5] 


SHARPNESS control [5] 
COLOR control [5] 


ADD button {6] HUE control [5] 


ERASE button [6] 
VIP SELECT switch [11] 


NORMALICATV selector [5] 


ANT/AUX (antenna/auxiliary) button [5] 


MPX OUT jack [12] 


VHF/UHF terminal [12] 


TO CONVERTER termina! [13] 


AUX (auxiliary) terminal [13] 


pens: 


SET-UP OPERATION 


REMOTE COMMANDER VIEWING TV PROGRAMS 

1 Turn the Remote Commander face down, press the tab and lift This TV set is capable of receiving normal VHF and UHF broad- 
the cover. casts plus cable TV channels. (See “Cable TV channel chart” 
2 Place batteries in the Commander with the polarities in the cor- below.) 

rect directions, as illustrated inside the case. 

3 Replace the cover. ‘Usually the Remote Commander is all that is needed to operate the 


TV set in everyday use. 
Notes 
@ Use 2 size AA batteries (IEC designation R6). 
@ In normal operation, batteries will last up to half a year. If the set 
does not operate properly, the batteries might be exhausted. 
Replace all with new ones. MUTING button 
e To avoid damage from possible battery leakage, remove the bat- 
teries for extended unused periods. 
@ Be sure that there are no obstructions between the Commander 


Remote Commander 
RM-718 


POWER switch 


SLEEP button 


and the TV. 
@ Operable range is limited. 


ANT/AUX button 


Channel numbe 
buttons 


Remote control detector 


VIP buttons 
For details on the 
use of these buttons 


ENTER button 


see page 8. 
CH (channel) 
scan buttons 
DISPLAY 
button 


VOL (volume) 
buttons 


PICTURE butto! 


Operable range 


CableTV channel chart * 
Cable TV systems use letters or numbers to designate channels. To 
tune in a channel, refer to this chart. 


Number on this TV 1 5 6 14 15 16 17 
Corresponding CATV channel A-8 A-7 A-6 A B C D 


18 19 20 21 22 23 24 25 26 27 28 29 30 


E F G H | J K L M N O P Q 
34 32 J33 340 39 JG 37T 38 8D ee 93 94 
R S T U V W WEI WER WH oe W+57 W+58 


95 96 97 98 99 100 101 102 Loo. 123 124 125 | 
A-5 A-4 A-3 A-2 A-1 W+59 W460 WtH61 oo W+82 W+83 W+84 | 


Check with your local cable TV company for more complete infor- 
mation on the available channels. 


*The designation of the cable TV channels conforms to the 
EtA/NCTA recommendation. 
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DI EN 8 I NS RE RO ES IED 
Preparation 
Depending on the channel to be viewed, check the following and 
change as necessary. 
@ NORMALICATV selector 
For VHF and UHF channels, set to NORMAL 
For cable TV channels, set to CATV 
@ On-screen “AUX” * indicator 
(Press ANT/AUX button to change as necessary.) 
For VHF, UHF and regular cabie TV channels: 
The indicator should be off. 
For pay cable TV channels: 
The indicator should be displayed. 


x “AUX” indicates that signals fed through the AUX (auxiliary) ter- 
minal is being received. 


1 Press POWER to turn on the TV. 
The channel number will be displayed on the screen and the 
SLEEP lamp will light up for several seconds. 

2 Select channels in one of the following two ways. 

@ Press the numeral(s) of the channel and then press ENTER. 
Ex. To select channel 6, press 6 and then ENTER. 

To select channel 125, press 1, 2, 5 and then ENTER. 

If you pressed a wrong numeral, wait for a few seconds and it 
will disappear. Then try again. 

è Press CH “+” for higher-numbered channels and ‘-” for 

‘lower-numbered channels. Preset channels will appear in se- 

quence. (For presetting desired channels, see page 6) 

The channel display will remain on the screen for a few seconds. To 

keep the display on the screen, press DISPLAY. 


3 Adjust volume and picture to your preference, if necessary. 
Press VOL “+” to increase volume, or ‘‘—"’ to decrease it. 

Press PICTURE “+” to increase picture contrast, or “—” to decrease 
it. 


To mute the sound immediately, press MUTING. The “MUTING” 
display will appear on the screen. Press it again to restore the 
sound. 


To turn off the set, press POWER again. 
To have the set turn off automatically after one hour, press SLEEP. 
The “SLEEP” display will appear on the screen a few seconds and 


the SLEEP lamp on the TV will remain lit for one hour. 


To cancel the sleep timer, press SLEEP again so that the “SLEEP” 
display disappears, or turn off the TV. 


PICTURE ADJUSTMENTS 


Satisfactory results will usually be obtained with the controls set at 
the normal center or center detent position. If any adjustments are 
necessary, turn the controls as follows. 


SHARPNESS 


Q 


BRIGHT 


@y 


COLOR 


skin tones become 
purplish O 


HUE 


for less sharpness for more sharpness 


for less brightness for more brightness 


for less color intensity for more color intensity 


skin tones become 
greenish 


PRESETTING CHANNELS 


Controls on the TV 


Remote Commander 


ANT/AUX button 


a! 
| l 
CHANNEL scan 
buttons 


Channei number 
buttons 


ENTER button 


NORMAL/CATV selector 


ADD button 


ERASE button 


Receivable channels of your set are: 

VHF: 2-13 

UHF: 14-69 

CATV: 1-125 

By adding and erasing channéls, you can preset your TV so that 
only the desired channels appear in sequence when the CHANNEL 
+/— are pressed. 


PREPARATION ERASING CHANNELS 

1 Turn on TV. 1 Select the channel to be erased. 

2 According to the channel to be added or erased, check the 2 Press ERASE. 

following and make the necessary changes if any. A “-” indication will appear on the left of the channel display 

e NORMALICATV selector on the screen, indicating that the channel has been erased. 
For VHF and UHF channels, set to NORMAL When CHANNEL +/- are pressed, you will see that the channel 
For cable TV channels, set to CATV is skipped over in the numerical sequence. 

@ On-screen “AUX” indicator Repeat steps 1 and 2 for other channels to be erased. To add eras- 

(Press ANT/AUX button as necessary.) ed channels again, follow the steps in “ADDING CHANNELS”. 


For VHF, UHF and regular cable TV channels: 
The indicator should be off. 

For pay cable TV channels: 
The indicator should be displayed. 


Note 
You cannot erase a VHF or UHF channel from the memory and re- 
tain a cable TV channel which has the same number, or vice versa. 
If either a VHF/UHF channel or a cable TV channel with the same 
ADDING CHANNELS number is to be kept in the memory, do not erase the number. 
1 Select the channel to be added by pressing the channel number 
buttons and then ENTER. 
2 Press ADD. 
A “+” indication will appear on the left of the channel display 
on the screen, indicating that the channel has been included in 
the proper numerical sequence when you press CHANNEL +/-. 
Repeat steps 1 and 2 for other channels to be added. 


THE VIP BUTTONS AND THE TIMERS 


TV screen 


The screen of your TV set will change just as 
illustrated in this diagram as you follow the 
instructions using the 5 VIP buttons on your 
Remote Commander. (The mark in the 
diagram indicates a press on the button.) 
Refer to this diagram when seiting the internal 
clock and the two special timers of your TV. 


Regular TV 
channel 


The TV screen will return to 
displaying a regular TV chan- 
nel whenever your TV set is 

turned off and then on again. 


| 
[VIP], when the clock 


has already been set. 


when the clock 
has not been set. 


The day and time appear. [VIP], after the 


| “DAY” display disappears 
[VIP], before the (after 2 or 3 seconds) 
“DAY” display disappears. 


SELECT ) 
DUR CH 


( PROGRAM 
DAY TIME 


C PROGRAM SELECT ) 
DAY TIME DUR CH 
5 : 


3 : 
+ S 
SET CLOCK SUN 12:00A 


WED 2:59P 


Set clock to the ; 
current day and time. PROGRAM SELECT timer can 


l be set, settings can be 


[VIP], without setting clock confirmed and corrected. 
Reset clock if incorrect. 


l 
( PROGRAM BLOCK ) [VIP], when a secret code 


TO USE THIS FEATURE [VIP], when a has been preset. 
secret code 


ENTER ANY CODE :EBE 
+ has not been 


WHAT’S YOUR CODE: Ba 
Decide on and set a secret * 


code. 
i 
VIR, = ae nas Enter the 
secret code. 

VIP], 
when code L__iviy, [VIP], without 

( PROGRAM BLOCK ) is incorrectly when code entering code 
entered. k is correctly entered. 


YOUR CODE: 123 


CH 


( PROGRAM BLOCK ) 
DAY TIME DUR 


Confirm your code. VIP 
WED 3:00P 
[VIP], without 
setting PROGRAM BLOCK timer can 
code be set, settings can be con- 


firmed and corrected. 
Reset clock if incorrect. 


VIP 


Original TV channel 


THE CLOCK AND THE TIMERS 


Once you set the internal clock, you will be able to display the cur- 
rent day and time on the screen with a press of the VIP button. If is 
essential also to set the clock correctly to work the two timers of 
your set. 


The PROGRAM SELECT timer turns on your TV set automatically to 
the preselected channel at any preset time within the following 7 
days and then turns it off after a preset duration. Up to 3 programs 
can be preset. Even if you are watching another channel, the 
preselected channel will turn on signaled by a beep sound. 


The PROGRAM BLOCK timer automatically blocks out preselected 
channels at any preset time within the following 7 days for the 
preset duration. It is useful to prevent others, especially children, 
from viewing certain TV programs even when you are not at home. 
Up to 3 programs can be preset. 


FUNCTIONS OF THE 5 VIP BUTTONS 


VIP button 
This button is used to display for- 
matted “pages” of information that 
are used to set the PROGRAM 
SELECT and PROGRAM BLOCK 
timers. 


buttons 


These buttons are used to move the 
screen cursor (arrow) to choose an 
item of information to be set. Press 
to go on to the next item to be 
set. Press to return to any pre- 
vious item that you'd like to correct. 
Hold these buttons down to move 
the cursor rapidly. 


Remote 
Commander 


[=] buttons 
These buttons are used to advance 
(Œ) or reverse (E) the time, day, 
channel, turn-on or channel block 
duration, and other settings of the 
TV's internal timer. 

Press once and release to advance 
one number or day at a time or hold 
the buttons down to advance rapid- 


ly. 


OPERATION 


A part of the diagram is explained here more in detail. After going 
through (or just by reading through) the following instructions on 
the basic preparatory steps, you will know how the various informa- 
tion is entered with the VIP buttons and what to do at different 
screen displays. 


Setting the clock 


(Refer to the diagram on the previous page as you go on.) 


1 Turn on the TV. 


2 Press [VIP]. 


The message “THIS TRINITRON FEATURES PROGRAM SELECT 
AND PROGRAM BLOCK” will appear superimposed on the TV pro- 
gram you are watching. 


3 Press [VIP]. 


The PROGRAM SELECT chart with the message “SET CLOCK” will 
be displayed. The blinking “SUN 12:00 A” indicates that the clock 
has not been set yet. 


4 Set the current DAY, hour and minute, each with or[ =], then 
to move the cursor. 


ex. 4 
* WED] 1Z2:88A 
t 
* WED [3]: aaF 
+ 
* WED 23/4 SIF 


Make sure A for A.M. (before noon) or P for P.M. (afternoon) are cor- 
rectly set when setting the present hour. 
Upon releasing or [=] for the last time, the clock will start. 


The timers will not work properly unless the clock is set correctly. 


5 Press [>]. 


The arrow will move to the upper left corner under the number 1. 
You are now ready to set the PROGRAM SELECT timer. 


DAY TIME DUR CH 
1 : 


t 


(If you do not desire to set the PROGRAM SELECT timer, go on to 
“Setting a secret code and the PROGRAM BLOCK timer’) 


Setting the PROGRAM SELECT timer | 


(....continued from “Setting the clock”’.) 


Set the day, time, duration and channel for which you desire the 
timer to activate. 


ae SS 
Notice 

@ The PROGRAM SELECT timer will not work if the VIP SELECT 
switch on the TV is set to OFF. If you want the timer to activate, 
make sure that it is set to ON. 

@ Pay cable TV programs cannot be preset together with other 
VHF/UHF or cable TV channels. 

If you desire the timer to work for pay cable TV programs, press 
ANT/AUX button after the settings are completed so that the 
“AUX” indicator is displayed when the screen is returned to 
displaying regular TV channels again. 


(Suppose you desire the TV to turn on at 5:35 P.M. next Wednesday 
and then turn off after 2 hours.) 


1 Press B]. 


The cursor will move to the DAY setting position. 


DAY TIME DUR CH 
1 : 


t 


2 Set the DAY with [+]or [=]. 
DAY TIME DUR “EH 
1 WEC ; 


t 


Day indicators change as follows: 


SUN > MON > TUE.....SAT > M-F * > S-S* > “blank” * 
back to SUN 


* M-F: for the timer to activate at and for the same time Mondays 
through Fridays 
S-S: for the timer to activate at and for the same time everyday 
“blank”: erases ali the settings of the same row 


3 Press E]. 


The cursor will move to the hour setting position. 


4 Set the hour with [+] or E]. 


DAY TIME DUR CH 
1 WED a8 P 
+ 


Make sure A for A.M. (before noon) or P for P.M. (afternoon) is cor- 
rectly set. 


5 Press [>]. 


The cursor will move to the minute setting position. 


6 Set the minute with [+] or [=]. 


DAY TIME DDUR CH 
1 WED apo re ag 


t 


7 Press [>]. 


The cursor will move to the DURATION setting position. 


8 Set the duration with [+] or [=]. 
The duration is set by the hour. Set as many hours as you desire the 
program to be. Up to 9 hours can be set. 


DAY TIME CUR CH 
1 WED 3:35PF 2HR 


t 


9 Press P]. 


The cursor will move to the CHANNEL setting position. 


10 Set the channel with [+] or [=]. 


DAY TIME DUR CH 
1 WED 3:35P ZHR 3 
t 


11 Press [>]. 


The arrow will move to the leftmost item of the next row and you 

will hear a “beep” to indicate that all the necessary information 
has been set properly. 

DAY TI 

1 WED a 


2 


t 


If you find that the present DAY and time display is incorrect, move 
the cursor and make the correction(s). 


ME DUR C 
SF 2HR T 


As long as all the necessary information is preset, the cursor can 
be left anywhere on the screen. 


To set other programs or channels, repeat steps 1—11 for the 2nd 
and/or 3rd row on the chart. 


At the preset time and day, the timer will operate. The program 
SELECT lamp on the TV will be lit until all the “SELECT” programs 
are activated. 


Go on to the following “Setting a secret code and the PROGRAM 
BLOCK timer” 


Setting a secret code and the PROGRAM BLOCK timer 


(.....continued from “Setting the PROGRAM SELECT timer” or “Set- 
ting the clock”) 


To allow only you to block out TV programs and release the block 
as desired later on, you will need a secret code of your own. Decide 
upon a 3-digit number that you will be easy to remember and set the 
code into the timer by following the steps below. Only you and 
those who know this code number will be able to make the PRO- 
GRAM BLOCK timer-chart appear on the screen. 


Coana PE TT TE IE TIL) 
NOTICE 

Be sure to decide on the number at this moment. Should you decide 
to change the number after going through the procedure below, you 
will have to erase all the clock settings and programmed numbers 
from the memory. For details, see “FORGOTTEN CODE/CHANG- 
ING CODE” on page 11. 


a el 
9 


oe 


1 Press [VIP]. 


The message “TO USE THIS FEATURE ENTER ANY CODE” will ap- 
pear. i 


2 Set ail 3 digits of the number chosen, using the[+] or [=] buttons 


and the or buttons. 


ex. TT) 17E 173 
t t t 


NOTE 
We recommend that you leave the cursor under the third digit and 


do not press [>] or [=] after all three digits are set. If you press [>] 
after setting the rightmost digit or after setting the leftmost 
digit, the number will be memorized right away and you will 
automatically be at the next screen display in step 3. 


3 Having made sure you have set the code you want, press | VIP}. 


ex. YOUR CŪODE:1F8 
t 


If your code has been properly set, it will be displayed. (If you had 
left a digit or more unset, the numbers will return to WEE instead. If 
so, return to step 2 again.) 


4 Press [VIP]. 


The PROGRAM BLOCK timer chart will appear and you are ready to 
set the timer. 
(If you do not desire to set the PROGRAM BLOCK timer, go on to 


step 6.) 


5 Set the day, time, duration and channel for which you desire the 
timer to block out the TV program referring to steps 1—10 of “Set- 
ting the PROGRAM SELECT timer’. (The presetting procedure of 
the two timers are the same.) 


Only for the PROGRAM BLOCK timer, the number “24” will appear 
after “9°” when setting the duration. This is for blocking out the 
preset channel all day long for the preset day or days. 


6 Turn off TV, or if desired, return to watching normal TV channels 
by pressing once. 


The program BLOCK lamp on the TV will be lit until all the “BLOCK” 
programs are activated. 


channel that is blocked 


CH 8 


blinks 


BLOCKED 


present time 


If the set is turned on and the blocked channel chosen during a 
preset blocked period, the above display will appear and sound is 
muted completely. 


After the preset program is over 

The settings of a program, when that particular program is over, 
will be erased automatically. Only, the preset information for those 
programs set for M-F (Mondays through Fridays) and S-S (everyday) 
will be retained in the memory until you cancel the program. 


10 


WHAT HAPPENS IF..... 


What happens if... 


@two or more programs on 
the PROGRAM SELECT 
timer are set to turn on at 
the same time? 


fo e 


Answer 


i 


The timer selects the pro- 
grams on the chart in 
numerical order. 


@the PROGRAM SELECT 
timer and BLOCK timer are 
set for the same time and 
channel? 


The screen with the 
message “BLOCKED” will 
automatically turn on and 
then turn off at the time 
preset by the PROGRAM 
SELECT timer. 


@ you have changed the 
screen with the VIP button 
without completing a set- 
ting? 


The item that has been set 
will be retained and you can 
complete programming the 
timer when you return to the 
chart again. 


@ the time set for two or 
more programs on the PRO- 
GRAM SELECT timer 
overlap? 


The program set for the 
earlier time will be turned on 
until the next program 
starts. The next program 
always takes precedence 
and will turn on as preset. 
The automatic turn-off of the 
earlier programs will be 
cancelled. 


@ you turn off the TV, or 
change the channel before a 
PROGRAM SELECT program 
that has turned on turns off 
by itself? 


The automatic turn-off of 
that particular program will 
be cancelled and will not ac- 
tivate even if you turn on 


@a channel that was sup- 
posed to turn on auto- 
matically had been turned 


on already? 


@ you are displaying a timer 
chart on the screen at an 
automatic turn-on or block- 
out time? 


a 


off automatically at the 
preset time. 


The automatic turn-on will 
not occur and the screen 
will remain at the displayed 
timer chart. However, you 
will be at the preset channel 
when you return the screen 
to the regular channel with 
[VIP], and the automatic 
turn-off will occur. The chan: 
nel that was preset to be 
blocked out will be blocked 
when the channel is 
selected. 


@ you have set a timer 
without setting the clock? 


The timers will not work pro- 
perly. 


@a setting of a PROGRAM 
SELECT timer overlaps with 
that of the SLEEP timer? 


The TV will turn off at 
whichever turn-off time is 
earlier. 


if a power interruption occurs? 

A short power interruption will not affect the memory of the timers. 
All you have to do is to reset the clock if it is showing the wrong 
time when the power is turned on again. 


If the interruption is a long one (longer than approx. 2 hours), 
everything that was programmed into your set's memory will be 
erased. When you press the VIP button in order to display the time, 
the message “THIS TRINITRON FEATURES...” will appear. In this 
case, you must set the clock, enter your secret code, and if desired, 
set the timers again. 


CANCELLATIONS 


To cancel out the PROGRAM SELECT timer for the time being only 
Sometimes you may wish to cancel the PROGRAM SELECT set- 
tings for only a certain amount of time as when you will be away on 
a trip cr in order to watch something else. By using the VIP SELECT 
switch on your TV set. you can temporarily cancel out the timer 
without having to re-program the timer again later. It will be useful 
especially when you have set the timer to activate Mondays 
through Fridays or for everyday. 


VIP SELECT 


Turn VIP SELECT to OFF. As long as it is OFF, the PROGRAM 
SELECT lamp on the TV will be off and the TV will not turn on or off 
automatically as preset. 

When this switch is turned ON again. the timer will work as 
previously set. 


To cancel out the PROGRAM BLOCK timer for the time being only 
1 Display the PROGRAM BLOCK chart. 


2 Press and hold [=] or [=] until the arrow points to the DAY seg- 
ment of the desired program. 


DAY TIME DUR CH 
1 TUE 3:15A 3HR 14 


4 


3 Press and hold [+] or [=] until nothing appears for the DAY seg- 
ment. (See 2 of Setting the PROGRAM SELECT timer on page 9.) 

All the numbers set for that program will disappear at the same 
time. 


4 Press once and select the channel that was blocked out. 
The program will appear. 


5 When you are through watching the program, display PROGRAM 
BLOCK chart again. 


6 Press [=] or [=] until the arrow points to the “blank” DAY seg- 
ment of the row that was erased in step 3. 


ex. 


DAY TIME DUR CH 


t 


7 Press[+]or[-]button to again set the originally preset DAY or 
DAYS. 


~ DAY TIM 
1 TUE 3 


t 


The original time and channel set for that particular program will 
appear at the same time without your repeating the entire preset- 
ting procedure. 

8 Turn off the TV or if desired, return to regular TV channels. The 
channel will be blocked out as preset originally. 


E DUR CH 
54 SHR 18 


To cancel a setting completely 

1 Display the PROGRAM SELECT or BLOCK chart on which a 
cancellation is to be made. 

2 Press [=] or [=] until the cursor points to the DAY segment of the 
program you'd like to cancel. 


3 Press + or ~ until nothing appears. (See 2 of “Setting the PRO- 
GRAM SELECT timer” on page 9.) 
The settings on that particular row will disappear at the same time 
and the program will be cancelled. 


FORGOTTEN CODE/CHANGING CODE 


if you have forgotten or if you need to change your secret code, 
there is no way but to unplug the TV set and erase everything that 
you have already set. You must then repeat the whole process of 
starting the clock and entering a code again. 


If not more than approx. 30 minutes have passed since you have 
plugged the set, 

turn off the TV and unplug the TV set from the power outlet. 
Everything will be erased immediately because the settings are not 
fixed in the memory of the TV yet. Plug the set in again and repeat 
the presetting procedures on pages 8-10. 


If more than approx. 30 minutes have passed since you have plugg- 
ed the set, 

your TV set has to be left unplugged for 2 hours to erase its 
memory. Then plug in the set and repeat the presetting procedures 
on pages 8-10 again. 


Ti 


MPX OUT JACK USAGE 


Caution 
Before connecting, make sure that the power to each piece of 
equipment is turned off. 


Rear of TV 


O 


MPX OUT 


Speaker system 


Sony multichannel 
special adaptor 


Connect to the MPX OUT jack an optional special adaptor for any 
future multichannel TV sound (stereo or bilingual) broadcasts. 
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ANTENNA/CABLE 
CONNECTION 


If your local broadcast signals are strong, an indoor antenna may 
be sufficient to obtain a clear picture. 

If you cannot obtain satisfactory reception with an indoor antenna, 
using an outdoor antenna may be necessary. Cable TV reception is 
only possible by connecting a cable supplied by your local cable 
operator. 


Prepare the antenna or cable end using the appropriate connector, 
and connect the antenna or cable to the antenna terminal of the TV. 
(See A, B or C below.) 


A | Combination VHF/UHF antenna, * VHF antenna, UHF anten- 
na or CATV cable 


Select the proper connector according to the cable type. 


When the cable is a 75-ohm 
coaxial type (round) 


When the cable is a 300-ohm 
ribbon type lead-in (flat) 


x ~ 


Attach the supplied antenna 
connector. 


Use an optional F-type 
connector. 


Rear of TV 
VHF-UHF 


Antenna connector 


* Most combination antennas are equipped with a signal splitter. 
Take off the splitter and attach the proper connector. 


B | When both VHF and UHF antennas are connected 


Prepare the VHF antenna end using the appropriate connector as 
illustrated in A. 

Attach an optional EAC-66 U/V mixer to the TV antenna terminai. 
and connect the cables to the U/V mixer. 


When the cable is connected to the TV with the U/V mixer, snow 
and noise may appear in the pictures of the cable TV channels over 
37 (W+1). 


C | Cable with a special converter (decoder) | 


Pay cable TV systems use scrambled or encoded signals and re- 
quire special converters (decoders)* in addition to the normal 
cable connection. Connect the converter (decoder) with a 75-ohm 
coaxial cable (optional). 


TO 


ES 
ay ‘ 

ke ta 
>) ) 


, Nee 
$ i 


Pay TV 
Cable 


Output 


frou! 
Special 


converter 
(decoder) 


* The special converter (decoder) will be supplied by the cable com- 
pany. 


SPECIFICATIONS 


Television system 
Channel coverage 


American TV standards 

VHF: 2-43 

UHF: 14 69 

Cable TV: 1. 125 

Trinitron tube 

26-inch picture measured diagonally 

28-inch picture tube measured diagonally 

MPX output (phono jack) 77.5 mVrms 
Load impedance 10 kilohms (main 
channel. 1 kHz. 100%% modulation) 

120 V AC. 60 Hz 

160 W (max.). 99 W (average) 

8.5 W (in standby condition) 

Remote Commander RM-718 with 2 size 
AA batteries 

Antenna connector 

UV mixer EAC-66 


Picture tube 


Output 


Power requirements 


Power consumption 


Accessories supplied 


Optional accessory 


Design and specifications subject to change without notice. 
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TROUBLESHOOTING 


Disturbances in picture and sound can often be eliminated by 
checking the symptoms and following the suggestions listed 


below. 


SYMPTOM 


CHECK AND ADJUST 


SYMPTOM 


CHECK AND ADJUST 


Poor or no picture 
(screen not lit), 
good sound 


e Adjust PICTURE. 

@ Adjust BRIGHT. 

@ Check antenna/cable con- 
nections. 


Good picture, 
no sound 


@ Press VOLUME +. 
e Release MUTING on the 
Remote Commander. 


No picture (screen 
not lit), no sound 


Is POWER switched on? 
Power in outlet? 


No color 


Is it a color program? 


Snow and noise 
only 


GENERAL 


è is it an active or the correct 
channel? 

@ Check the NORMAL/CATV 
selector setting. 

@ Check that the ANT/AUX 
button is set correctly. 

@ Check antenna connec- 
tions. 


Veta athe tesa] 


Dotted lines 
or stripes 


This is often caused by local 
interference. (ex. Cars, neon 
signs, hair-dryers etc.) Adjust 
antenna for minimum inter- 
ference. 


or 


Double 
images 


ghosts 


Reflections from nearby 
mountains or buildings often 
cause this problem. A highly 
directional outdoor antenna or 
CATV cable may improve the 
picture. 


Sony Corporation Printed in Japan 


Try another channel. It could be station trouble. 


PROGRAM SELECT timer 
does not work properly. 


© Check the VIP SELECT | 
switch on the TV set. The 
timer will not work if it is OFF. 
@ is the clock set correctly? 
@ Are all items of information 
on the timer-chart properly 
set? 


Automatic turn-off 
did not occur. 


Once the TV is turned off 
manually or the channel is 
changed after automatic turn- 
on, the turn-off will be cancell- 
ed. 


THE VIP TIMERS 


Automatic turn-off 
occurred too early. 


The SLEEP timer may have 
been set. 


PROGRAM BLOCK timer 
does not work 


properly. 


@ is the clock set correctly? 
è Are all items of information 
on the timer-chart properly 
set? 


a 


If the problem still cannot be solved, contact your nearest service 


facility. 


4-493-903-21 (1) 


